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g"” DIA ANCHOR STUDS
SEE TRANSITION CONNECTION
PLACEMENT DETAIL FOR LOCATION

END OF PARAPET OR BARRIER
CONNECTION PIN

SEE NOTE 3

END OF PARAPET
OR BARRIER

\

CONNECTION PIN

SEE NOTE 3
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DRILL 4 - 1" x 5'” HOLES.———
EPOXY, USING AASHTO M235

STABILIZATION

TRANSITION
CONNECTION

LI\L j—'
INSTALL 4 STABILIZATION

PINS ON PRECAST BARRIER
SECTION

22" CLR
—
7'-0" PRECAST TAPERED CURB
SEE NOTE 1
ELEVATION

RIGHT SIDE SHOWN LEFT SIDE SIMILAR

TYPE 4 EPOXY, INSERT 4,
Tg" x  6'7" HIGH STRENGTH
GALVANIZED ANCHOR STUDS.

ALLOW EPOXY TO CURE BEFORE
ATTACHING TRANSITION
CONNECTION.

1”7 DIA x 40"
STABILIZATION PIN

\
KEND OF PRECAST

TAPERED CURB SECTION

TRANSITION CONNECTION AND CURB SECTION
PLACEMENT DETAIL

WOOD BLOCKOUT
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‘ — E% SURFACING 1" x 3" \47@
1” DIA HOLES SLOTS
/ *oxK * K —SEE NOTE 1 FOR 3" DIA BOLTS
TRANSITION 127 6"
CONNECTION " USE DOUBLED GUARDRAIL BEAMS SECTION A-A TRANSITION CONNECTION
s GUARDRAIL NOT ATTACHED TO POST
.IE, POST PLACEMENT DETAIL
25/8” 5”
1 5/\6” 5 3/\6N
4>{ 4>~‘ — -
I, - I / V.
WooD POST OPTION 874 ‘
POST # 1 &2 . R 13, | 2l x 3y NOTES:
POSTS 10" x 10" x 8 . N LT 6" | | : 27 X s :

PosgéoiKi e o e ii %::%ﬂ, o et HOLES o — BRAND POST | 1. SEE PLAN SET FOR BARRIER OR PARAPET TYPE TQ DETERMINE
TYPICAL WOOD POSTS TOP I ‘ WITH 1157 x 2" ‘ APPROPRIATE CURB SECTION. SEE STD DWG BA 4C FOR CURB
AND BLOCKS I = = MARK ING L96 o \ SECTION REQUIREMENTS.

< < < |
(SEE STD DWG BA 4A) STAMP POST —] 5 5 y
WITH 11" x 2" a6 || & 96 \ 2. COMPLETE SITE PREPARATION PRIOR TO INSTALLING TRANSITION.

STEEL POST OPTION MARKING L96 AN LN 4 BAR

POSTS # 1 & # 2 ,/ﬁw’ N \ S0 01A x 407 3+ INSTALL A CONNECTION PIN USING A CONNECTION PIN FROM
W8 x 21 x 8' I ‘ X STD DWG BA 1B.

BLOCKS 6" x 8" x 14" i [ [ LONG

POSTS # 3 THROUGH # 11 | 4. PRE-DRILL 1” HOLE THROUGH PAVED SURFACE PRIOR TO
TYPICAL STEEL POSTS
AND BLOCKS TOP OF POST L]y v TOP OF POST INSTALLING STABILIZATION PINS.

CSEE STD DWG BA 4A) SIDE VIEW FRONT FRONT  SIDE VIEW
STEEL POST WOoD POST STABILIZATION PIN 5. USE OF A HOT FORGED HEAD. MEETING PLATE SIZE AND

POSTS # | AND * 2 OPTIONS

THICKNESS IS ACCEPTABLE IN PLACE OF A WELDED PLATE.

SEE NOTE 5

REVISIONS

REVISED BLOCK REQUIREMENT. SEE POST PLACEMENT
DETAIL.

PIN DETAIL.

REMARKS

G.S.| ADDED NOTE 5.CHANGED WELDING INFORMATION ON

G.S.| TITLE CHANGED. DRAWING COMPLETELY REVISED.
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